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Location

Your cooler may be a down (TD), horizontal (TH) or up (TUP) 
discharge model. Down discharge coolers are designed for 
installation on either flat or pitched roofs (see Fig. 1). Horizontal 
discharge coolers are designed for installation on the side of a building 



Adjust Motor Pulley

When the cooler is connected to extended ductwork, the cooler 
cap
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Belt Tension Adj3.222 roT.e4157  ucbd -17.4512 72(CAUTION)Tjanual



Cleaning Water Pump & Hose

CAUTION: Disconnect all electrical power to the cooler 
before attempting to install, open, or service your cooler. 
More than one disconnect may be required to de-energize 
the equipment for servicing.  If the cooler is 
thermostatically  controlled, the thermostat is not to be 
used as the power supply disconnect, as it may reset and 
start the unit unexrCS0 lly

CAUTIO 



TROUBLESHOOTING GUIDE: Should an obvious problem occur with your cooler consult the following table. If you 
cannot correct the problem, or if it persists, contact qualified service personnel.

Adjust float to 2 1/2“ water depth

Free float from obstruction 

Replace float assembly

Remove obstruction

Replace water pump

Locate and free obstruction

Clear debris from distributor

Replace switch

Repair or replace non-functional wiring

Turn on water supply

Check power receptacle and cord

Adjust belt tension

Replace motor

Replace switch

Replace belt




